AS/AP Series standard @ 86mm Signal Light

Features (%)

{86 mm lens diameter
-Rotating, Flickering and strobe models
-Stud mounting

-4 lens colors available
-Various operating voltages
-Incandescent or Xenon bulb
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I AS  @86mm Signal Light(Dome top lens)
AP @86mm Signal Light(Flattoplens) | B Specifications(F7IEAIY) (P):Flat top lens
fela Stud mount Series AS(P)G/AS(P)GB [ AS(P)GF AS(P)GS
Rotating mirror Power supply 12V DC, 24V DC, 110/220V AC 110V AC, 220V AC
Bl Rotating mirror +buzzer Lens type Smooth type | Prism type
F Flickering light Lens color Red, Green, Yellow, Blue
S Strobe light Rotation rate 130 / min
01 12V DC Flash rate 80 / min
02 24VDC Internalbuzzer Available Not available
10 110V AC Sound level 80 dB
20 220V AC Current 12V DC: 0.7A 24V DC : 0.3A 110V AC : 0.22A
FF 110/ 220V AC consumption 110V AC : 0.07A 220V AC : 0.03A 220V AC: 0.11A
R Red lens Bulb type Incandescent (&) Xenon (FM=S)
6 G Green lens Bulb voltage | 12VDC:12V8W,24VDC:24V8W,110VAC:110V8W, 6W
Y Yellow lens and wattage 220VAC:220V8W,110/220VAC:12V5W
Blue lens Termination Wire leads
lConnectmns(ﬁ‘H ) H Dimensions(&xirr) (UNIT:mm)
» ROTATING/XENON TYPE
. 786 EMounting dimensions
| <Customer supplied> for stud mount (F|5.5)
L POWER
Red | S~—~o1—o 110V AC . PCD@50
White | F=y 220V AG N wire out hole
Black | _Fuse oV G =
(Wire:0.75SQ) ) )@0
»FLASH TYPE vt 3 ‘
i <Custor\r’1vércsuoplied> 3-M4 Bolt
: ON/OFF Switch gr’
i Flash Switch 3
o POWER i
O 0V
it T Fuse @ 12/24V 0C 3-M4 Bolt 213
"0 —0T=t0—0 110/220V AC
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